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CRE-158
“Compact coupon printer”

■ Fast print to present speed

■ Includes user ticket template design software

■ Full or partial cut function

■ 12 - 24V operation

■ Attractive bezel options

■ Multiple interfaces and protocols

■ High quality Seiko print mechanism

■ Built in real-time clock for ticket time stamping

■ Create bespoke ticket designs with free
ticket template software

■ 2MB on-board flash with SD card expansion

■ Simple integration for new or existing applications

■ Field proven reliability - lowest cost of ownership

■ Full audit traceability

■ Unlimited branding opportunities

■ Greater internal storage space for fonts and images
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Technical Specification
Power Protocols Bezel Options

Sensors

Graphic Resources

Printer Characteristics

Dimensions

Environment

User Interface

Weight

Interfaces

Physical

Paper Type

Requirements: 12 - 24V

Standby: 10 mA

Printing: 2A

Peak: 4.8A at 12V

eSSP
POG
Pulse

E - Euro bezel
U - US bezel

Head temperature
Paper present
Cutter home
Paper level

2MB on-board SPI Flash,  
expandable via SD slot providing 
additional storage of extra fonts and 
logos

Printing Method: Direct Thermal Printing
Resolution: 203dpi / 8dpmm
Print Zone (width): 48mm
Print Speed (text mode): 100mm/s
Print to present time: < 3secs
Barcode Types: Interleaved 2 of 5, and 
QR codes - others on request
Paper Loading: Automatic, easy loading

120 x 100 x 148mm

Operating temperature: 
+5°C ~ +60°C (ambient)

Humidity:  
5% ~ 95%  
(non-condensing)

Ticket print button 
Feed button 
4 dip-switches
LEDs: ready; paper; fault

0.6kg

Open collector
True RS232
USB

USB (direct connection) 
7-Way power
RJ45 serial connector

Thermal, paper roll maximum sizes:
58 x 70mm, 12.7mm core
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